**Street Light**

- **Concrete Foundation**: 3" C.D. MAX.
- **Handhole**: 2"x4" HANDHOLE W/ THEFT PROOF BOLTS
- **Installation**: WELD ALL AROUND

**Foundation**

- **No. 6 BARE SOLID COPPER GROUND WIRING LOOP**
- **Anchor Bolts**: 4 EA. GALV.
- **Leveling Nut**: CLASS "A" CONCRETE
- **Construction Joint**: BACK OF SIDEWALK
- **Slope to Drain**
- **Base Cover**: MIN. 1" CONDUIT (MIN. 3" ABOVE POLE BASE)
- **Thread**: MIN. 1/2" MAX. 1" THREAD
- **Finish Grade**: MIN. 4" CAP

**Pole Data**

<table>
<thead>
<tr>
<th>A Height</th>
<th>P - MTG. HCT.</th>
<th>Acceptable Products</th>
</tr>
</thead>
</table>
| 12',14',16' | VARIES | UNION METAL DESIGN SERIES 201,
| | | AMERON SERIES G/F,
| | | VALMONT SERIES DS 200 OR APPROVED EQUAL |
| 18' | VARIES | |

<table>
<thead>
<tr>
<th>Foundation</th>
<th>F</th>
<th>Ø</th>
<th>D</th>
<th>SQ</th>
</tr>
</thead>
<tbody>
<tr>
<td>SERIES</td>
<td>30&quot;</td>
<td>27&quot;</td>
<td>24&quot;</td>
<td></td>
</tr>
<tr>
<td>SERIES</td>
<td>36&quot;</td>
<td>27&quot;</td>
<td>24&quot;</td>
<td></td>
</tr>
</tbody>
</table>

**Notes**

A. PULL BOX SHALL BE INSTALLED ADJACENT TO POLE WITHIN 36". PULL BOX SHALL NOT BE LOCATED IN SIDEWALK WITHOUT PRIOR APPROVAL OF THE CITY ENGINEER.

B. WHEN A SECONDARY PULL BOX IS LOCATED WITHIN 8' OF POLE, PULL BOX IS NOT REQUIRED.

---

**THE CITY OF WEST SACRAMENTO - STANDARD DETAIL**

**Title:** POST TOP STREET LIGHT

**Standard Detail #: 603**

**Approved by:**

- **Date:** 3/31/05

---

**DWG\STAN\NEW\603.DWG 3/10/05**