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This chapter provides an overview of the Mobility Hub strategy as part of the West Sacrmaneto 

Mobility Action Plan (MAP) . It starts by defining what mobility hubs are, followed by how they 

achieve the goals set forth in uif!Nbzpstǃ!Dpnnjttjpo!po!Dmjnbuf!Dibohf!sfqpsu/!Uif!dibqufs!

summarizes the methodology for siting of the mobility hubs , key considerations for mobility hub 

designs, a mobility hub toolkit and its potential  application with locations in the city . 

Introduction  

What are Mobility Hubs? 

Mobility hubs are places that offer people a variety of choices to get around, along with other 

services, technology, and information they need to do so. Whether it is walking, biking, riding 

transit, finding a carshare or EV charging station, the primary intent of mobility hubs is to reduce 

dependency on privately owned vehicles, and to equitably provide access to opportunity by way 

of convenient and sustainable travel options.  

The West Sacramento Mobility Action Plan (MAP) defines opportunity  as access to 

employment, education, open space, social connections, healthy food, recreation, and other vital 

services that contribute to a high quality of life. Mobility hubs in West Sacramento are meant to 

improve access to oppo rtunity  by prioritizing variety of mobility choices to support short trips 

and by serving as first mile ƿ last mile connection  to wider a transportation network. 

Additionally, they focus on user experience by designing for seamless trips , integrating 

services  and amenities that fulfill un -served needs in certain areas, such as healthcare, fresh 

produce, childcare, social gathering space, etc.; and placemaking strategi es such as landscape 

improvements, street furniture, signage, public art elements and temporary programming . 

Mobility Hubs are not a one-size-fits -all solution . They are tailored to meet the needs of each 

neighborhood or district  they serve. Availability of  diverse transportation options, supportive 

infrastruct ure, and land use considerations determine the design and programming at each 

mobility hub to ensure compatibiity with adjacent context .   

How do Mobility Hubs  achieve Carbon Zero goals? 

In West Sacramento, mobility hubs are a tool for implementing the goals set forth in the Nbzpstǃ!

Commission on Climate Change, developed in partnership with City of Sacramento and regional 

stakeholders. The Commission set forth bold goals to achieve Carbon Zero by 2045 through a 

focus on the fol lowing sector -based strategies; 

A. Built environment,  

B. Mobility, and  

C. Community health and resiliency. 

Equity was a key priority and the commission recommended equity measures to address 

historical and current disparities , which serve as a guide for implementation  of the above 

sector-based strategies. Equity analysis is required to be applied to all strategies across the 

three sectors, prior to adoption and implementation to ensure strategies are informed by, and 

benefit marginalized and underserved populations while avoiding unintended consequences. 
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Implementation tactics outlined in the Commission report, for the mobility sector, aim to 

significantly shift awa y from single -occupancy vehicles and the need for private automobile 

ownership, and highlight the need for a comprehensive approach to enable clean transportation 

solutions by improving accessibility, connectivity , and safety. The implementation tactics 

establish a hierarchy that first prioritizes active transportation , followed by transit and shared 

mobility , and finally vehicle electrification  to achieve equitable outcomes and provide multiple 

benefits to the communities.  

Active transportation : Expand and enhance accessibility to low-stress, connected infrastructure 

for walking and rolling, prioritizing improvem ents that address specific community and 

neighborhood concerns and needs, so that 30% of all trips are by active transportation by 2030 

and 45% by 2045. 

Transit  and shared mobility : Expand and improve transit and shared mobility services to be 

more accessible, affordable, timely and attractive than single occupancy vehicle use so that 

30% of all trips are by transit and shared mobility by 2030, and 50% by 2045.  

Vehicle Electrification : Develop a comprehensive package of incentives, disincentives, and 

policies to encourage the adoption of zero -emission vehicles (ZEVs) so that 70% of new vehicle 

registrations will be for ZEVs by 2030, and all public, private and shared fleets fully electrified by 

2045.  

The implementation tactics described above, for the mobility sector provide the critical 

ingredients necessary for creating mobility hubs that work for community members  and help 

address climate change; and serve as a guiding framework for the MAP. In addition to these, 

implementation tactics for the bu ilt environment sector and Community Health and Resilience 

sector that are relevant to the design of mobility hubs in West Sacramento are: 

¶ Sustainable land use patterns : Supporting infill  growth, consistent with the regional 

Sustainable Communities Strategy to ensure that 90% of the cities' growth is in the 

established and center/corridor communities and is 90% small -lot and attached homes 

by 2040.  
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¶ Urban Greening and Forestry: To expand green infrastructure (baseline canopy of 25% 

by 2030) and access to parks and open space within ¼ mile, particularly in 

neighborhoods that historically have been marginalized. 

¶ Sustainable food systems:  To increase food security and access to healthy, affordable 

food for all communities, while  supporting a regenerative food system . 

Learning from Other Communities  

The first step in developing mobility hub recommendations for West Sacramento included a 

review of best practices and industry standards to build from. The following section 

summarizes select case studies related to mobility hub , sustainable transportation, and other 

and relevant planning efforts  that were considered in the development of a West Sacramento-

specific Mobility Hub strategy, including: 

1) Los Angeles Metro First/Last Mile Strategic Plan  

2) El Camino Real Grand Boulevard Initiative 

3) SANDAG Regional Mobility Hub Implementation Strategy 

4) City of Oakland Mobility Hub Suitability Analysis Technical Report 

5) Toronto Metrolinx Mobility Hub Guidelines  

6) BART and VTA TOD Guidelines 

7) Curitiba and Bogota Metropolitan Transportation Plans  

8) Amsterdam Smart Mobility Plan  

9) Copenhagen Action Plan for Green Mobility 

Each case study focuses on possible applications and key takeaways for West Sacramento, 

including considerations across the following categories:  

Mobility Hub Site Selection  

 Hub Concepts Vary Depending on Land Use ƿ The scale, location, and types of 

transportation options and amenities comprising a hub varies based upon development 

patterns, providing tailored solutions in a suburban setting that may look different from a 

highly urban hub.  

 Focus on Existing Communities and Areas Where Growth is Expected ƿ Putting mobility 

hubs in place where development happened, is happening or will happen, rather than 

relying on the hub to generate development, can increase the success of the hub.   

 Involve the Community in the Mobility Hubs Planning Process ƿInvolving the 

community early in identifying  the location of the hub and their transportation and 

community needs xjmm!ifmq!dsfbuf!b!ivc!uibu!jt!jodmvtjwf!boe!sftqpoe!up!uif!dpnnvojuzǃt!

need. Defining clear metrics in collaboration with the community  is key to monitor 

successes of the hubs.  
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Implementation of Mobility Hubs  

 Tactical Urbanism  ƿ Tactical urbanism is a great way to test new concept at a small 

scale, carefully monitor the results and lessons and scale up succes sful concepts for a 

larger area. It also creates the opportunity to adjust the concept based on what works 

boe!epftoǃu!as it is low cost and temporary structures.  

 Importance of Placemaking ƿ Creating a destination, as opposed to just passing 

through, is important in the success of mobility hubs. Mobility hubs should integrate the 

transportation and placemaking functions.  

 Mobility Hubs are Places of Seamless Connection ƿ In parallel of offer ing multiple 

transportation options at the hubs  (e.g. transit stops, bike and scooter share), users 

should be aware of the service offered to them through wayfindings, interactive 

information system or phone application. Also, the design of the hubs should include 

physical path and visual line of sights between transportation services.  

 Developing Safe Access to Mobility Hubs in Conjunction with the Mobility Hubs 

Implementation  ƿ Suburban areas (e.g. long blocks, freeways, large streets) can create 

barriers for active transportation. D eveloping safe path to the hubs and implementing 

supportive infrastructure (e.g. sidewalk, bike lanes) in conjunction of implementing the 

hubs will enhance user experience and allow for more usage of the hub. 

 Developing Public-Private Partnerships  ƿ Partnerships with local stakeholders and 

businesses, employers, new mobility companies and developers plays a vital role in the 

success of mobility hubs. Possible partnerships include pilot projects, data -sharing 

agreements with new mobility company, infrastructure improvements in existing and 

new developments. 
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Mobility Hub Strategy for West Sacramento 

A key takeaway from the best practices review was the importance of integrating transportation, 

land use and placemaking strategies for the mobility  hubs to successfully function , while 

leveraging existing assets and infrastructure investments.  The design of mobility hubs should 

allow flexibility and scaleability to successfully respond to future growth, and evolving needs, 

mobility preferences and technology. 

In developing a mobility hub  concept specific to West Sacramento , the priority is not only to 

expand mobility choices to provide access to opportunities , but also to bring opportunities 

closer to people by co-locating them with transportation ; and minimizing trips.  The following 

goals serve both, as a guide for hub design, and as metrics for assessing the success of 

mobility hubs. 

 

1. Ensure access to opportunity ƿ beyond 

simply employment to include 

heathcare, education, fresh food, social 

connections, and other key services. 

 

2. Provide both, a first mile connection 

and a destination ƿ Mobility hubs will 

provide a connection to wider 

transportation networks and also 

become a destination in its own right. 

Integrating uses such as clinics, food 

options, grocery, daycare and other 

community amenities, will create an 

activity node at the mobility hub.  

 

3. Create a dense network of sustainable 

transportation options for them to be 

useful and effective.  
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4. Augment existing sustainable transport 

options such as bike share, rideshare, 

scooter share, bicycle network and bus 

lines.  

 

These goals inform the basic structure of a mobility hub to include three key components, 

irrespective of the location of the hu b. 

1. Core transportation infrastructure,  

2. Activating and supporting uses, and  

3. Cultural context .  

 

 

Core Transportation Infrastructure  

Integral to the function of a mobility hub is its transportation function,  indentifying the 

infrastructure that will enable the most trips via sustainable modes. The menu of services 

provided at each mobility hub can be some combination  of, but not limited to, the following:   

 Public Transit 

 Bicycle infrastructure  

 Bike-share  

 Electric scooters  

 Car-share 

 EV Charging 

 Flexible curb space 
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 Automated Vehicles and Connected Vehicles 

 Waterborne Transit  

 Microtransit  

Activating and Supporting Uses  

The directly adjacent land uses are just as important as the transportation infrastructure that is 

within a mobility hub. The existing adjacent land uses can be thought of as supporting uses. 

However, there is also an opportunity to add to existing services either within the hub itself or 

very closely adjacent.These are considered as activating uses that bring people to the mobility 

hub for reasons beyond just transit trips , and create an environment that supports active social 

life and local economy. Activating uses can be permanent with a brick and mortar presence, or 

flexible in the form of mobile  truck or temporary kiosks. But more importantly they serve site-

specific needs. Examples of activating uses are: 

 Community hubs 

 Mobile and/or brick and mortar retail  

 Designated delivery lockers 

 Access to healthy food  

 Small open spaces/parklets  

 Daycare/preschool 

 Senior facilities  

 Health clinics  

 Maker-spaces/co -working spaces 

 Libraries  

 Bike/scooter mainten ance 

Cultural Context  

Finally, integral to the success and use of the mobility hubs is cultural sensitivity . Integrating 

cultural elements with the design of a mobility hub is important to ensure that all members of 

the community are served equitably.  It also creates a sense of community by providing 

opportunities for cultural expression.  Some examples of cultural considerations are:  

 Language/way finding  

 Design considerations for seniors  

 Place-making opportunities  

 Smart phone usage 

 Public art 

Where Should Mobility Hubs be Located in West Sacramento? 

Once the priorities and basic structure of mobility hub were determined, the next step was to 

identify locations of mobility hubs in West Sacramento. This was done by conducting a 

Suitability Analysis  at three scales.  

1. Citywide scale: At the citywide scale, the suitability analysis  looks at a number of 

metrics to determine where the greatest need is and where there will be the greatest 

impact . Metrics assessed fall under four broad categories: 
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¶ Connectivity  

¶ Land use characteristics 

¶ Demographics 

¶ Infrastructure and resilience  

2. Neighborhood Scale: Zooming at the parcel level, areas deemed highly suitable at 

citywide scale, were further assesed to take into consideration current and proposed 

investments in infrastructure for active transportation , service coverage for transit, and 

current and proposed land use development. 

3. Site Scale: The final stage in the suitability analysis included proposing potential sites 

and their respective typologies that would create a cohesive and robust mobility network 

across West Sacramento.  

The Suitability Analysis  provides a sound framework for  determining locations of mobility hubs  

and their type, by identif ying gaps in exisiting services, infrastructure and amenities  at citywide 

scale and eventually focusing on site -specific needs.  

Suitability Analysis  and Outcomes 

The methodology illustrated above outlines the various layering of metrics to create the 

suitability heat maps for 2020 and 2035.  

Citywide scale 

At the citywide scale metrics in the four areas listed below, were applied to create suitability 

heat maps for 2020 and 2035.  

1) Connectivity  

2) Land use characteristics 

3) Demographics  

4) Infrastructure and resilience 
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Figure 1: Methodology for Suitability Analysis at the Citywide Scale
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Suitability of a location varies by the metric measured. For example, a metric in infrastructure 

resiliency is flooding risk for  2035 and on, which may deem a location as a less desirable than 

others. Contrary to this, the same location may deemed highly suitable in the context of the 

equity metric, due to a concentration of population with low income or high technological needs. 

Therefore, the suitabilty analysis, layers these metrics to arrive at a composite scoring for each 

location.  

The citywide suitability analysis considers two time horizons, with the suitability for 2020 

representing current conditions and the suitability for  2030 adding additional layers of proposed 

employment and population densities.  The darker an area, the more suitable it is for a mobility 

hub based on the aforementioned metrics.  

West Capitol Avenue represents a strong area for investment currently in mobility hubs and 

continuing into the Washington District. Fewer hot spots are located in the south, which reflects 

both the equity metrics and the population density.  

When considering future conditions the development proposed near the Sacramento River in 

the Bridge District and Pioneer Bluff become very suitable for investment in mobility hubs. 

However, these areas at the moment are not as prime for investment. The Washington District 

only intensifies in need for investment on a 2035 timeline.  
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Connectivity 

The connectivity category focuses on access to bus-stops, grocery stores, schools, healthcare 

facilities, daycare, social services, community hubs, parks and open space, higher education.  

Bus-Stops 

While on the surface, it appears that the existing network provides bus service to much of West 

Sacramento, the low frequency of buses makes it less effective and less attractive. While this is 

expected to change with the new bus network, for the purpose of this analysis the new bus 

network has been used to identify gaps. The new network reduces the catchments across much 

of the city but may result in improved quality of service in the remaining routes . Map below show 

the current access to bus stops. 

 

Figure 2: Access to Bus Stops 

Educational Access 

Access to education across the life span of residents represents a substantial trip generator . 

Students, in particular, tend to be under the driving age therefore requiring other forms of 

mobility. Lack of mobility options and thus access to education, creates inequity. Maps below 

show the current access to various level of education. 
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Figure 3: Access to Daycare 

While not explicitly educational, daycare facilities are in similar categories because they 

represent a stop for trip chaining behavior. Providing mobility options nearby these areas can be 

hugely impactful for residents that are taking care of small children while working 
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Figure 4: Access to Elementary School 

Access to elementary schools can have implication on attendance and safety. By investing in 

active transportation modes, children who are at the age to bike or walk to school on their  own 

can. This can mitigate effects of traffic during school hours.  
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Figure 5: Access to High School 

High schools are prime areas for locating mobility hubs as  this population have limitations on 

their mobility choices. By instal ling behavior during this time, sustainable transportation can 

continue to be a preferred option later in life.  
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Figure 6: Access to Higher Educational Facilities 

Often, higher educational facilities are limited in their ability to cater to parking, meaning 

transportation demand management processes must be put in place. Mobility hubs can help to 

offset this pressure. The catchment for these facilities are inherently larger and can extend into 

Sacramento 

Key Services Access 

Much like educational institutions, access to key services such as health care and healthy foods 

are key trip generators and often not included in transportation analysis.  Yet again, lack of 

access to key services results in disparity and inequity causing long-lasting social issues.  Maps 

included show the current catchments for grocery stores, health care facilities, community hubs, 

and parks. 
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Figure 7: Access to Grocery Stores 

Access to healthy food at a walking distance is unavailable for many residents in the southern 

area of the city. Mobility hubs in these areas should provide additional food options to help 

reduce car trips. 
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Figure 8: Access to Health Care 

Healthcare access is almost exclusively via car trips for residents in West Sacramento with the 

entire souther part of the city with no access to hospitals. The above include clinics and 

hospitals. Additional pop -up clinics can be strategically placed at mobility hubs.  
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Figure 9: Access to Community Hubs 

Community hubs such as churches and clubs provide areas of gathering. These social 

connections create livable communities. In part because of the history of the northern 

communities, there is far more access to these socia l clubs in the north.  
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Figure 10: Access to Park 

Access to open space and parks provide public health benefits by not only promoting physical 

activity but also greening the city. Interestingly, some of the areas with the least am ount of 

parkland have the highest pollution. Those areas should prioritize parklets or landscaped areas 

to create some degree of access to vegetation.  

Outcomes 

The primary function of mobility hubs is to  reduce dependency on privately-owned vehicles by 

expanding mobility choices available for peo ple for equitable access to opportunities . The gaps 

identified under the connectivity category directly inform the menu of mobility options needed at 

specific locations for short trips , and connections to regiona l transportation network for longer 

trips. Mobility hubs can also fill gaps in access to key services by incorporating  temporary 

programs such as a mobile market , mobile clinic, produce stands, mobile libraries, parklets, etc.  

Land Use Characteristics 

Land use and transportation are inextricably linked, as landuse patterns determine the nature 

and frequency of transportation trips . Understanding current and future patterns of land use 
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help determine whether are not those land uses are adequately served by multi -modal 

transportation options , and how mobility hubs can fulfil those needs. 

The metrics used for this analysis are: 

¶ Current and projected population density  

¶ Current and projected employment density 

¶ Current retail  

¶ Current transportation activity for  all modes 

Mapping population and employment density illustrates most frequent trip origins and 

destinations. Therefore both current (2020) and projected (2035) densities have been used to 

generate suitability heat maps in this category.  

 
Outcomes 

Most  of the transportation activity is located in areas that are most densely populated, are 

employment centers, and at retail centers. This will be an important consideration in siting of 

mobility hubs.  



 

     33 

 

Figure 11: Employment Density - Current Conditions 

 

Figure 12: Commuting Patterns 
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Figure 13: Population Density - Current Conditions 

 

Figure 14: Population Density - 2035 
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Figure 15: Transportation Activities for All Modes - Current Conditions 

Demographics & Equity 

Uif!Nbzpstǃ!Dpnnjttjpo!po!Dmjnbuf!Dibohf!ibt!ftubcmjtife!frvjuz!bt!b!qsjpsjuz when 

developing strategies to address climate change . Mapping of demographic information such as 

age, gender, race and ethnicity, income, language barrier, disabilities, etc. illustrate geographic 

concentration  or distribution of these characteristics, in relation to current access to 

opportunities ; and highlight inequities . 

At onset of the project, a preliminary equity analysis was conducted to understand existing 

equity issues across West Sacramento at the Census Block level. This analysis then was 

replicated for the mobility siting criteria to create a better understanding of un-served needs. 

The metrics of analysis are listed below 

 Age 

 Gender 

 Race and Ethnicity 

 Access to a Private Vehicle 

 English Proficiency 
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 CalEnviroScreen 

 Healthy Places Index 

 Tenure 

 Income 

 Disability 

 Family Structure 

 Educational Attainment  

 Smart Phone Usage 

Overcoming current inequities requires an approach that prioritizes resource  allocation to serve 

the needs of disadvantaged communitie s, with the goal to correct historically established 

patterns that have led to limited or lack of access to opportunities f or these communities. 

Therefore this is an important consideration in siting of mobility hubs.   

Outcomes 

The northern areas of the city are more diverse, have a lower median household income, and 

have more environmental concerns. Pollution is particularly  severe near the port and in the 

northwest of the city, with a pollution burden percentile of 92 and 85. This is likely a result of the 

I-80 and freight activities related to the port.   

 

Figure 16: Equity Metric Suitability Analysis 
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Infrastructure Resiliency 

Infrastructure resiliency is not only important for understanding the risks of investing in certain 

areas of the city, but is also pvumjofe!jo!uif!Nbzpsǃt!Dmjnbuf!Dpnnjttjpo!bt!b!ubdujd/!Uijt!

analysis sought to understand the greatest risks for infrastructure investmen t, using the 

follow ing metrics . 

 Active River Areas include both the channels and the riparian lands necessary to 

accomodate the physical and ecological processes associated with the river system. 

They account for the areas that form, change and maintain a wide array of habitat types. 

Their location does not preclude a mobility hub location, but extra consideration should 

be given to ecological implications.  

 Wildfire  moderate risk, no areas in West Sacramento are considered high risk  

 Sea level rise: The Sacramento River has been analyzed for sea level rise risk. This is 

cbtfe!po!b!qpufoujbm!jovoebujpo!pg!2/52n!ps!5/6ǃ 

Outcomes 

Much of the city will be unaffected by s ea level rise with some exceptions near I-80, nor by 

wildfire risks, leaving large areas of the city open for development of mobility hubs.  

 

Figure 17: Resiliency Analysis 
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Neighborhood Scale 

The next step in the process was to zoom into each neighborhood or area that emerged as 

highly suitable for locating mobility hubs in the citywide analysis, and analyze them further 

taking into consideration  current and proposed investments in infrastructure for active 

transportation, service coverage for transit, and current and proposed land use development. 

The project team developed eight neighborhood groups, based off the boundaries used in the 

Djuzǃt!Hfofsbm!Qmbo!boe!sfwjtfe!tmjhiumz!up!fotvsf!dmfbs!sfqsftfoubujpo!pg!ebub!pvuqvut/!Obnjoh!

conventions used are simply to assist in identifying these neighborhoods geographically for the 

purposes of this study . 

The areas with the greatest need are largely in the central, north-east, and eastern areas. These 

areas also have existing active transportation infrastructure that enable good connections to 

the rest of the mobility network.  

The southern neighborhoods have a lower density of uses and will require fewer mobility hubs. 

Therefore, while much of the South Neighborhood has relatively low suitability, there will still 

need to be some degree of coverage.  

Selection Criteria included: 

 High Suitability Analysis Score at citywide scale  

 Proximity to  Bus/Transit Connection  

 Population Density 

 Existing/Proposed Bicycle Facilities  

 Distribution across the city 
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Site Scale 

The final step in the suitability analysis was to identify potential sites in the high -suitable areas. 

The site selection  process took into account various factors such as:  

 On-the-ground conditions  such as existing transportation infrastructure, availability of 

space in terms of right -of-way width,  adjacent parking lot or vacant land, that will 

provide an opportunity to accommodate supporting and activating uses.  

 Land ownership - City-owned vs. privately owned. 

 Immediate context  such as land uses that will benefit from proximity to a mobility hub.  

 Future plans for infrastructure improvement.  

 Phasing for implementation of the hubs, with sites identified for near -term 

implementation and long -term implementation.  
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Mobility Hub Design Considerations 

Following the identif ication of specific sites for mobility hub s, the next step is to define a design 

approach that responds to unique needs for the West Sacramento community. This section 

outlines key considerations for design of mobility hubs.  

1. Site Context: Different contexts require different kinds of mobility hubs, with measurable  

differences in the design. The MAP identifies three different site contexts in West 

Sacramento and specific considerations r elated to each. The context directly influences 

the menu of transportation functions  and activating uses offered at each mobility hub .  

 

 Employment Centers: Employment centers by their very nature are places of 

destinations . They will mostly  be accessed during peak commute period and 

therefore should link to larger transportation networks . Mobility hubs in this 

context should be designed to handle larger volumes of foot -traffic and ridership 

during peak periods, provide adequate amenities  

 Residential Neighborhoods : These are often going to be origin mobility hubs and 

may have varying degrees of activating uses. The activating uses will be 

dependent on both the need of the neighborhood and also the willingness for the 

neighborhood to expand the land uses. 

 Educational Center: Finally, educational centers should be oriented to facilitate 

caregivers escorting children to school, students, and faculty alike. Because the 

demographics may lend themselve well to those that are not yet driving age, 

investment in active transportation will be well -suited at mobility hubs near 

educational facilities.  

  

2. Spatial organization : The sites were assessed to see whether there was adequate right-

of-way space to accommodate all components of the mobility hub necessary for that site; 

or if vacant/ underutilized parcels were available adjacent to the right-of-way which could 

allow co-location of supporting functions.  

 

 Right-of-way only: At locations where mobility hubs only had the right -of-way 

space to work with, the priority woud be create a safe environment and ease of 

access to mobility functions  such as safe and improved sidewalks for 

pedestrians, protected bike lanes, transit stops , bike parking, micromobility an d 

shared mobility infrastructure.  Additional features such as street planting, 

parklets and mobile/flexible programs should be incorporated in the hub design.  

 Right-of-way plus: Many of the identified mobility hubs fall under this category, 

which provides opportunity for supporting functions and activating uses to b e 

accommodated on adjacent parcels that are either vacant, underutilized, or have 

ground floors of buildings available for programming.  
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Right-of-way Only Right-of-way Plus 

  
 

Mobility Hub Toolkit  

Along side the above considerations, a toolkit was developed to identify key components and 

amenities that should be considered in the design of a mobility hub. Considerations include 

transportation and mobility focused amenities, as well as supporting amenities that can 

improve the functionality of a mobi lity hub and respond to specific contextual needs. Further, a 

typology of mobility hubs was developed based on the hub components included, the function 

they serve, and the service area in which they would be located 
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Mobility Hub Amenities  

While site context and spatial organization  directly determine what can or should be provided in 

a mobility hub, there are some set building blocks that make up a mobility hub. Provided in 

different combinations, the following can help to achieve successful mobility hub  designs. 

 

 Transportation will always be the backbone of the mobility hub, providing the primary 

service that is needed. Each hub will have some combination of these elements such as  

transit stops, bicycle lanes, crosswalks, bike parking, cargo bike-share, scooter areas, 

ride-shares pick-up and drop off areas, and car-share facilities.  West Sacramento is well 

suited for accomodating many of these mobility options because of the ample space 

available at many locations. 

 Direction and safety a menities  increase the utility of the mobility hub and provide 

confidence in them as public spaces. Wayfinding, lighting, and accessibility are all 

additional elements that are transportation adjacent but make investment useable and 

accessible to everyone.  

 Comfort and culture  features create a sense of place, and make mobility hubs pleasant 

places to linger. These elements include seating, shade, planting, wifi/charging stations, 

art, etc.. 

 Venues and amenities provide activating uses that give the mobility  hubs utility and 

make them destinations in their own right. These features should respond to site-

specific needs to make them relevant and functional.  

 Finally, temporary building blocks  or tactical urbanism features allow for flexible spaces 

that can be built quickly and cheaply, influenced by the needs of the people using the 

space. They can range from blocking off the right of way for taking over street space, to 

temporary pods for providing additional temporary land uses.  

Mobility Hub Typologies  

The MAP differentiates mobility hubs in four typologies based on their scale, location, the 

function they serve, and transportation infrastructure they support .  
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1. Regional Hub 

2. Local Hub 

3. Neighborhood Hub 

4. Micromobility Hub  

Each hub type will have the core component of transportation infrastructure, albeit in varying 

degrees from minimal to expanded.  Similarly each typology will have an increasing degree and 

diversity of activating land uses.  

 

Figure 18: Mobility Hub Typologies 

Regional Hubs 

The Regional Hub is the largest in scale with the largest footprint of all mobility hu bs requiring 

space beyond just the right-of-way. They offer extensive transit service serving local and regional 

destinations , and a wide range of other mobility  options  (pedestrian, scooter, bicycle, vehicle, and 

information) and amenities. It will always be co-located with a diversity of activating land uses 

ranging from retail, community services, educational facilities to make the most o f the frequency 

of transportation trips ; making it a destination.  

Local Hubs 

The Local Hubs are smaller in scale than the regional hubs. They provide local bus-service that 

connect to `or are along a major active transportation route. The opportunity for activating and 

supporting uses is greater, due to their location along major transportation routes and higher 

ridership and foot traffic. The supporting uses may be located within the right -of-way, or on 

adjacent parcels.  

Neighborhood Hubs 

Neighborhood Hubs are smaller than the neighborhood hubs and mostly not on a major transit 

route. But they offer robust bike , pedestrian and scooter facilities and also access rideshare or 
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carshare facilities. There is an opportunity to co-locate some degree of activating and supporting 

uses, but the footprint is minimal.  

Micromobility Hubs 

Micromobility hubs have the most basic of amenities to promote sustainable , non-motorized  

transportation options such as pedestrian, scooter, and bicycle facilities . This provision includes: 

sidewalks, low-stress bicycle facilities, bicycle racks, wayfinding, and dedicated areas for 

scooters. The identified micromobility hubs in the MAP, have often been taken from existing 

bicycle racks located strategically around West Sacramento. While not a full fledged mobility 

hub, micromobility hubs serve as a key first mile and last mile solution to connect to the larger 

hub network. All locations of micromobility hubs that do not currently exist are subject to 

change based on community input. However, their distribution should consider coverage across 

the entire city.  There are no activiating uses associated with micromobility nodes.  

Mobility Hub Amenity Matrix  

The mobility hub amenity matrix summarizes the requirements for putting the design ele ments 

together by hub type. The matrix focuses on the core transportation functions of the site as the 

activating uses and cultural components will respond to site -specific needs. Primary hubs 

require the most amount of transportation investment, with vary ing degrees of investment 

provided for the other typologies. Amenities are described as vital, recommended, optional and 

not applicable, based on their applicability and relevance at each hub type. 

Table 1: Mobility Hub Amenity Matrix by Type 

 

Sidewalks to the Hubs 

Getting to the mobility hub is integral to their success and the most basic provisions for a 

mobility hub are sidewalks. A well connected and robust sidewalk network must surround any 

mobility hub for at least a ¼ mile. 

Connections within the Hub  
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For hubs that encompass a larger footprint, ensuring adequate pedestrian provision within the 

hub allows for maximizing investment. Connections to destinations within the hub (bus shelters, 

activating uses, bike parking) provides a seamless experience. 

ADA Ramps 

ADA compliant ramps provide a basic amount of accessibility through the site when grade 

changes occur. They benefit anyone on wheels, including caregivers of young children, people 

on bicycles, and small frieght deliveries.   

Scooter Parking 

While scooters can be parked anywhere, it is helpful from a legibility perspective to congregate 

them in predetermined areas. These can constructure with temporary materials (as seen above) 

or can be more formalized. 

Low-Stress Bicycle Facilities  

Just as sidewalks are vitally important connections to the hub, low -stress bicycle facilities are 

imperative to making the mobility hubs attractive facilities to all ages and abilities. Without the 

safe infrastructure to and from the mobility ivc-!uif!npcjmjuz!ivcǃt!gvodujpobmjuz!efdsfbtft-!

especially for groups that tend to be more risk averse including women, children, and the elderly. 

Bikeshare 

Not only does bike share normalize cycling as a way of moving throughout a city, they also are 

extremely helpful for bicycle access and one way bicycle trips. Like scooters, bike share can be 

dockless however having dedicated areas for congregating assist with rebalancing the fleet as 

well as instilling confidence in the reliability of bike share as  a mode to the public. 

Bicycle Parking 

Bicycle parking can be either short term or long term. In larger hubs, longer term bicycle parking 

should be provided since it is integrating with a more regional transportation system. Long term 

bicycle parking adds additional security. Short term bicycle parking can be as simple as a rack, 

but should enable two points of contact for locking up as well as some areas that can 

accommodate larger bicycles such as cargo bikes.  

Ride Share/ Pick-up Drop-off Zones 

Also known as flexibile curb side space, this is a dedicated area of the mobility that can 

accommodate ride hailing services and also kiss and ride. 

Carshare 

Mobility hubs can also be an area to access services like car share. Car share can be an 

important.  

EV Charging Stations 

To support electrification of the vehicle fleet, many mobility hubs will provide EV charging 

stations. Not all mobility hubs will be able to have this capability as it must align with utilities, 

but where possible, EV charging stations have been included. 

Bus Shelters 














































































